
NC-2000 ReceiverNC-2000　Tramsmitter

● 4 different types of sensor can be connected; 
   Nurse Call button, Floor Sensor, Bed sensor and   
   other sensors.
●With call reset function.

３Ｆ　Receiver

I N T E R N E T

●It helps to observe patient’s behavior 
  pattern to prevent accident and provide 
  ideal care for residents.
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 NC-2000’s Nurse Call System
●NC-2000 transmitter for varieties of sensors.

Through indoor power line communication, 
NC-2000 can receive signals from nurse call 
button , bed sensor and other sensors from 
each room/bed.
There is no major cable installation required.

What is Power Line ommunicaiton?

４Ｆ　Receiver

●Caregivers are always able to respond to the latest resident’s call.  
●NC-2000 helps to provide immediate care when in need.
●This system can be used to share patients’ information with their 
   family.
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NC-2000 Transmitter

Ｍultiple NC-2000 receiver can be used
inside one building 
without disturbing each others’ calls.

LAN
Cable

Server

PLC Nurse Call System

NC-2000NC-2000

*Purchase expenses vary depending on each device cost and installation fee which is necessary by the structure of 

 the building. Please consult with us and we give you the estimate.

Option
Repeater（NC-2000RP）：Range extender.

Noise filter (FL-02)：Helps eliminate noise that comes from other electronic device.

Bridge filter (FL-01)：Use when transmitter and receiver is not on the same single-phase three-wire power line.

ＮＣ -2000ＴＸ ＮＣ -2000ＲＸ

Power line

Wireless LAN access point

Wireless LAN

Cell Phone

Server

PDA (Palm)

ADSL

Modem

Toilet sensor

Prevent from fall 
       and wandering

MS-3000 Bed sensorFloor sensor

Prevent from fall 
and injuryAnti-wandering sensor

NC-100
Receiver

transmitter

Wetness sensor

Chair sensor

*It can be used by conncecting NC-100

Through Internet, caregivers can reveive NC-2000’s alarm
anywhere by cell phone e-mail.

●Receive maximum of 9,999 transmitters’ signal
●Four distinctive melody sounds for 4 kinds of sensors.
●Efficient multiple call-handling capabilities.

NC-2000

For the place without good cell phone reception:

Using Mobile phone:

Using wireless LAN network system:


